WQORLD'S FIRST AEROSOL PUC SOLVENT

WILL NOT SPILL, HARDEN OR FREEZE IN CAN
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HEAT TESTEDTO 135°F
STRENGTH TESTED TO 215psi \
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* FUSES BOTH WET AND DRY PIPES

CHEMICALLY FUSES PUC, CPVC AND ABS PIPES IN SECONDS" f
NO DAUBERS, BRUSHES, PRIMERS, CEMENT OR GLUE NEEDED :

ONE CAN DOES IT ALL

Laboratory analysis - does not negatively impact the potablity of water.
E.. E ASTM D3452-06(2017)

Available in Industry Purple and Professional Clear.

PERFECT FOR CONDENSATE
DRAIN LINES, ELECTRICAL =
CONDUITS, IRRIGATION SYSTEMS, TF=
SWIMMING POOL PIPES, LAWN AND
GARDEN, HOME AND HOBBY AND
MANY OTHER PVC PROJECTS.

° WWW.PVCSPRAYNLOCK.COM

" *PRODUCT DESIGNED TO BOND SIMILAR PVC TYPES TO EACH OTHER, RESULTS VARY IF L =
VAPCS MIXED TYPES ARE USED. CURE TIME LONGER IN COLDER TEMPERATURES —




